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Model No. BT8007

m Up-front dial allows setting the exact cutting speed choice for processing different materials
m Flex-neck LED work light lets you put the light where you want it

m Saw dust blower keeps the cut line clear

m Motor: 120 V, 60 Hz, 1.2 A

m No-load variable speed:
400 — 1600 rpm

m Max. cutting capacity (throat
depth): 16 in. (406 mm)

m Max. cutting thickness:
2 in. (50 mm) at 90°

m Stroke length: 5/8 in. (15 mm)

m Saw dust collection port for
standard 1-1/4 in. (31.75 mm)
hose

m Strong cast iron base

m Cast aluminum work table
tilts 0° to 45° left with up-front
locking knob and bevel scale

m Low noise, low vibration

m Patented blade holder accepts
standard 5 in. (127 mm)
pin-end or plain-end (pinless)
scroll saw blades

m Side storage compartment on
the housing for spare blades and wrenches

m Top-mounted tensioner knob

m Easy-access motor brushes Pkg. dim.:
: : : 26.38in. x 12.99 in. x 14.37 in.
m Safety On/Off switch with removable security key (670 n']m))(( 330 m'm ))(( 365 m;n)

m Net weight: 24 Ib. (11 kg) Cube: 2.85 cu.ft. (0.0807 m?)

Full colour carton Gross weight: 26 Ib. (12 kg)
UPC: 857647005093 Container qty.: 354 pc./20 ft.
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